STOWE SUPPLY CO., KANSAS CITY, MO. 





No. 1 Walker Badger Jack 

Walker Badger Jack No. 1 is de¬ 
signed for light and medium weight 
cars. The base is large, the stand¬ 
ard well ribbed and fitted with a 
steel rack with milled teeth. All 
working parts are accurately ma¬ 
chined and assembled. The double 
cap gives two lifting heights. The 
Jack is operated by short easy 
strokes. The reverse is simple and 
positive. 

Height, 10 inches. Ext. cap, 1*4 
inches. Raise, 5 inches. Capacity, 
% ton. Weight, 7 lbs. 

Packed in individual cartons. 


No. 1.Each, 3.50 


No. 3 Walker Badger Jack 



Walker Badger Jack No. 3 is a 
powerful and dependable one ton 
Jack. Heavy pawls, operated by 
great handle leverage, raise the 
load on the steel rack with ease 
and precision and automatically 
lock and prevent dropping the load. 
All the working parts are oversize 
and built to stand up. Double cap 
provides two lifting heights. 

Height, 10 inches. Ext. Cap, 1*4 
inches. Raise, 6 inches. Capacity, 
1 ton. Weight, 9 lbs. 

Packed in individual cartons. 
No. 3.Each, 4.50 



alker Badger Jack 

Walker Badger Jack No. 5 is de¬ 
signed for three ton motor trucks. 
Drop-forged pawls and a case- 
hardened steel rack provide ample 
strength. The bearing pins are 
nickel steel on close centers, mak¬ 
ing the lift easy. Carefully ma¬ 
chined parts, properly assembled, 
positive dependable action. 
The double cap gives two lifting 
heights. 

Height, 10 inches. Ext. Cap, 1% 
inches. Raise, 6 inches. Capacity, 
3 tons. Weight, 15*4 lbs. 

Packed in cartons—17-inch handle 
separate. 

No. 5.Each, 8.25 


Walker Counter Display 



The way to sell jacks is 
show them—let your trade 
see what good jacks are. 
The Walker Counter Display 
shows five Walker Blue Jacks 
on a Black Enamel Stand 
with the Orange and Black 
Sign will attract immediate 
attention. It’s an ornament 
for your store. The assort¬ 
ment will fill every demand. 
Buy this assortment — keep 
the stand full and watch your 
jack sales grow. Remember— 
a lot of cars are running 
with no jack—a lot of them 
need a better jack. Give 
them a chance to buy. 

Shows every jack on the 
table. It turns sales and 
profits. Each jack is securely 
fastened to the stand and a 
holder is provided for the 
handles. 

The Display is free with ten 
fast selling Walker Jacks— 
2 each Nos. 1, 3 and 310, 
1 No. 116 and 3 No. 600—just the ones that your trade 
wants. 

Walker Counter Display Assortment.Each, $32.10 


No. 116 Walker Badger Jack 



The adaptability of this Jack is 
one hundred per cent. Parts inside 
and out the best—both in material 
and workmanship. It can be 
placed with the greatest ease un¬ 
der any part of front or rear axle 
—pumped up and down and with¬ 
drawn with a 36-inch handle. Will 
handle cars with balloon tires up 
to 6-20. 

Height 11 inches. Height Ft., 4 y 2 inches to 10*4 inches. 
Raise, 6 inches. Capacity, 1 ton. Weight 15 lbs. 

Packed in individual cartons, 35-inch handle separate. 

No. 116.Each, 6.00 


No. 610 Walker Steel Jack 



Walker Jack No. 610 is a 
pressed steel jack similar to 
No. 600 except lighter. Will handle 
any light car. Just the thing for 
used car dealers or anyone desir¬ 
ing a very low priced jack. This 
jack, however, is much superior to 
many of the cheap pressed steel 
jacks on the market. Height 9% 
inches. Raise 5% inches. Capacity 
% ton. Weight 3 V 2 lbs. 

No. 610.Each, 1.25 




No. 600 Walker Steel Jack 



Walker Jack No. 600 is pressed 
steel with malleable lifting pawls 
and cap. The rack is steel with 
milled teeth. The special bridge 
type construction of the standard 
gives an absolute rigid frame. The 
base is heavy with turned edges 
which prevent it from bending in 
service. The 15-inch handle and 
positive raising and lowering 
mechanism makes for simple, easy 
operation. 

Height, 10 inches. Raise, 6 
inches. Capacity, 1 ton. Weight, 
5 lbs. 

No. 600.Each, 1.60 


No. 55 Walker Badger Jack 



The Walker Badger Jack No. 65 
is designed for heavy motor trucks. 
The rack bar and lifting pawls are 
case-hardened drop forgings. The 
bearing pins are nickel steel. The 
forged foot lift enlarges the range. 
The broad base, 36-inch handle and 
massive structure of this Jack 
makes it indispensable in roadside 
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Height, 14% inches. Height Foot, 
2 inches-8% inches. Raise, 6*4 
inches. Capacity, 5 tons. Weight, 
32 lbs. 

No. 55.Each, 17.50 
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No. 475 Walker Badger Jack 


No. 310 Walker Victor Jack 



The Walker Badger Jack No. 475 
will lift the heaviest motor trucks. 
The leverage, compounded through 
gears, enables one man to lift the 
capacity of the Jack with the 18- 
inch handle. Heat treated high 
carbon steel pinions, gears, pawls 
and rack insure maximum strength. 
The broad base forms the necessary 
foundation for a heavy lift. 

Height, 13 inches. Raise, 7 
inches. Capacity, 7% tons. Weight, 
33 lbs. 

No. 475.Each, $23.25 


Walker'Victor Jack No. 310 is a 
substantial malleable tool—the base 
is heavy and the standard carries 
extra heavy ribbing. The lifting 
pawls are stocky and mounted on 
large diameter pins. The spring 
acton is quick and snappy, the stroke 
short and easy. A strong lifting 
foot is cast on the rack. The lifting 
speed is rapid and sure. Height, 10 
inches. Height of foot, 7 inches. 
Raise, 6 inches. Capacity, 1 ton. 
Weight 6 lbs. Packed in individual 
cartons. 

No. 310.Each, 2.65 



No. 500 Walker Screw Jack 



extra flip cap, giving two heights. It can be placed, oper¬ 
ated up or down and withdrawn by the handle. The gear 
ratio gives exceptionally easy lift. The handle is one piece 
folding type. The standard and gears are malleable iron 
—screw high carbon steel. Steel ball race eliminates fric¬ 
tion. Height, 9 inches. Ext. cap, iy 2 inches. Raise, 5 
inches. Cap, 1 ton. Weight, 9 lbs. Screw diameter, % 
inch. 

Packed in cartons. 30-inch handle separate. 

No. 500.Each, 4.25 



Rees Jacks 


These jacks have the double worm drive principle which 
is very efficient and eliminates all end thrust, unnecessary 
friction and unequal strains. 

No. 1C is 10 inches high with 6-inch lift. Capacity 2 
tons. Folding cap gives 1 inch extra height. Has long 
folding handle. Weight 13 lbs. 

No. 3A is 12 V 4 inches high with 6-inch lift. Capacity 6 
tons. Ratchet handle. Weight 27 lbs. 

A very attractive display stand furnished free on an 
order for 6 or more Rees Jacks. 

6 in a package. 


No. 1C .Each, 8.50 

No. 3A ...Each, 16.50 


No. 1C 


No. 3A 


No. 216 Walker Screw Jack 


Walker Screw Jack No. 216 is 
designed for speed wagons and one 
ton trucks. All wearing surfaces 
are machined to gauge. The one to 
one gear ratio, combined with the 
15-inch handle, gives an extremely 
easy lift. All parts are malleable 
iron, except the screw, which is 
steel with machine cut threads. No. 
216 is standard equipment on Ford 
trucks. Height, 10 inches. Raise, 
6 inches. Capacity, 2 y 2 tons. 
Weight, 8 lbs. Screw diameter, 1 
inch. 

No. 216.Each, 3.25 



No. 200 Walker Screw Jack 


Walker Screw Jack No. 200 has the 
very best grade malleable iron in the 
standard, bevel gears and handle. 
The screw is cold rolled steel with die 
cut thread. The range and capacity 
of this Jack is designed for light 
passenger cars—the reverse latch is 
easily changed for the up or down 
movement of the screw. This Jack is 
well finished in' black enamel. Height, 
9 y 2 inches. Raise, 6 inches. Capac¬ 
ity, % ton. Weight, 3% lbs. Screw 
diameter, inch. 

No. 200.Each, 1.30 




No. 266 Walker Screw Jack 


Walker Screw Jack No. 266 is designed to lift the 
iest trucks. Strength dominates every part. Many trucks 
have different height axles. The double height cap meets 
this condition. The gear ratio and handle length enables 
one man to easily lift the capacity of the Jack. Every 
part is carefully machined and properly fitted, assuring 
the very highest efficiency. Height, 10 inches. Ext. Cap, 
3 inches. Raise, 6 inches. Capacity, 6 tons. Weight, 20 
lbs. Screw diameter, iy 2 inches. 

No. 266.Each, 8.75 






















